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STEPLADDERS
SUPER PRO 600 RANGE

• Aluminium stepladder, manufactured 
according to the most advanced 
technologies.

• Ribbed aluminium die casting non-slip 
platform.

• Safety bridge.
• Strong anti-splay restraint straps from 5 

treads up.

AVAILABLE COLOURS:
RAL 2004 ORANGE
RAL 9004 BLACK
RAL 6017 GREEN

ACCESSORY:
2 safety aluminium 
folding handrails 
can be fitted to the 
ladder on demand

vol.

Code (mm) treads 
number* (cm) (cm) (cm) (cm) (cm) (cm) (cm) (kg) (m3) Ean

Q50/3 24x50 3 65 125 245 65 44 11,5 138 4,5 0,07 8028406002406

Q50/4 24x50 4 88,5 148,5 268,5 81 47 11,5 162 5,2 0,09 8028406002413

Q50/5 24x50 5 112 172 292 97 50 11,5 188 6,8 0,11 8028406002420

Q50/6 24x50 6 136 196 316 113 53 11,5 212 7,5 0,13 8028406002437

Q50/7 24x50 7 159 219 339 133 56 11,5 237 8,3 0,15 8028406002444

Q50/8 24x50 8 182,5 242,5 362,5 148 59 11,5 262 9,5 0,18 8028406002451

Q60/9 24x60 9 205 265 385 164 62 14 287 11,2 0,25 8028406002468

Q60/10 24x60 10 228 288 408 184 65 14 312 12,0 0,28 8028406002475

Q60/11 24x60 11 252 312 432 199 68 14 337 13,2 0,32 8028406002482

Q60/12 24x60 12 276 336 456 215 71 14 362 14,2 0,36 8028406002499

Q60/13 24x60 13 299,5 359,5 479,5 233 74 14 387 15,8 0,40 8028406002390

68° 75°

60
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m

Code rungs 
number Ean

MQ/006 6 8028406103103
MQ/007 7 8028406103110
MQ/008 8 8028406103127
MQ/009 9 8028406102526
MQ/010 10 8028406102533
MQ/011 11 8028406102540
MQ/012 12 8028406102557
MQ/013 13 8028406102564

VERY IMPORTANT
2 different slopes. The 

climbing side, with 68° slope, 
allows a comfortable ascent.  
The back side, with 75°slope, 
allows the stepladder to better 

approach the wall, and it 
gives much more rigidity

to the product.

68° 75°

*platform included
This product  is delivered with a PVC wrap film and  product leaflet

ACCESSORY
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STEPLADDERS
-YEAR

WARRANTY
10-YEAR
WARRANTY
10 100

MADE
IN

ITALY
MADE

IN
ITALY

%%
SUPER PRO 600 RANGE

USEINTENSIVE
PROFESSIONAL

Large tool tray

Aluminium die casting 
platform

Nylon brasses, for the 
platform rotation

Aluminium die casting 
hinge with polyamide 
clutch insert to avoid the 
material wear and tear

 SAFETY:
Anti-lifting hook

85 mm non-slip treads

85
mm

Anti-slip high shoes 
for high safety

Stile/tread connection 
through triple expansion and 

crimping

EN131
EUROPEAN NORM

150
kg

It means: aromatic polycyclic hydrocarbons 
plastic parts are heavy metal- free
(Zinc, Chrome, and Cadmium)

Controlled by
Idrocarburi
Policiclici
Aromatici

Zinco - Cromo - Cadmio
NO

Plastiche esenti da metalli pesanti

®

UPDATE NEW NORM EN131: 01/18


